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Capacities

Shown are Uniformly Distributed Loads per pair of beams
For more detailed dimension information, see page 320

FRAMES- Are fully assembled and supplied with BEAMS
shims and floor fixing bolts. Two frames required for /] Supplied in pairs complete with safety clips
an initial bay and one frame for each extension bay
— H w D Capacity Code Price Section Length  Capacity Code Price £
E— (mm)  (mm)  (mm) Kg £ (mm) (mm) Kg per pair
e 2500 900 9000kg EPF2509 65 75x40 1150 2000kg ES2GBM1150 26
— 3000 900 9000kg EPF3009 75 75x40 1350 2000kg ES2GBM1350 32
E— 3500 900 9000kg EPF3509 85 85x40 2225 2000kg ES2GBM2225 46
—— 4000 900 9000kg EPF4009 95 100 x40 2700 2000kg ES2GBM2721 62
— 4500 900 9000kg EPF4509 105 116 x55 2700 3000kg ES2GBM2730 68
e 5000 900 9000kg EPF5009 115 140 x 55 3300 3000kg ES2GBM3300 86
— 5500 900 9000kg EPF5509 130 200mm  Row spacer EPRRS20BOM each 5
- 6000 - 900 9000kg EPF6009 140 300mm  Row spacer EPRRS30BOM each 5
— 12mm x 100mm Additional floor fixings EPRFF each 1 Magnetic labels 50mm wide in metre lengths RML501 8
E— For 1100mm deep frames add 5
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Easy ordering call




